
Produkt-Merkmale
• Kompakte AC-DC Versorgung, benötigt keine   		
  externen Bauteile

•	66% Flächenersparnis verglichen mit 
  Vorgänger KWS 

•	Verbesserte Wirkungsgradwerte bis zu 88%

•	Leerlaufverbrauch weniger als 0,5 W

Spezifikationen
• 5 / 10 / 15 / 25 W Modelle

• Ausgangsspannungen 5 / 12 / 15 und 24V DC

•	Weiter Betriebstemperaturbereich  
 -10°C bis +85°C (Start bei -40°C) 

•	3 Jahre Garantie 

Typische Einsatzbereiche
• Sicherheits- und Überwachungstechnik

• Zutrittskontrollsysteme,  
  Speicherkartenlesegeräte

• Inspektions-, Kameratechnik

• Klimasteuerungen und -Geräte

Product Highlights
• Compact AC-DC supply with no need for  
	 external components

• 66% Footprint saving over previous  
  generation KWS

•	Improved efficiency values up to 88%  	  

• No load power consumption less than 0.5 W 

Key Specifications
•	5 / 10 / 15 / 25 W models

• Output voltages 5 / 12 / 15 and 24V DC

• Wide operating temperature range  
  -10°C to +85°C (-40°C start up)

• 3 Year warranty

Typical Applications 
• Security & surveillance

• Access controls,  
  Memory card readers

• Monitoring, Camera systems

• Climate controls and appliances

For more information about TDK-Lambda: www.emea.tdk-lambda.com
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